CONTRACT NO. 70626

F.AL TOTAL

Bfel|  sEcTioN COUNTY | QEAKISHEET
55 STIRA-L) MCLEAN 12 G
TIE POINTS : in o ST,
: FED, ROAD DIST, N0. L INOIS | FED, AID PROJECT
" NORTH BASELINE 1+00 SOUTH BASELINE 23+00
BILL OF MATERIALS
@ NAILS IN PAVEMENT N —<&-ax
FUNKS GROVE REST AREA LIGHTING
AJOINTS
"3? , 11+50 CONDUIT PUSHED, 3" DIA., GALVANIZED ~ STEEL FOOT 137
o9 I _ UNIT DUCT, 600V, 2-1C NO.2, /CNO.4 GROUND, (XLP-TYPE USE), 1 1/4" DIA. POLYETHYLENE FOOT 1990
SOLE 24 s L , TRENCH AND BACKFILL FOR ELECTRICAL WORK FOOT 1833
NE BOLT NOR THBOUND o 1O - S LUMINAIRE, SODIUM VAPOR, MULTI-MOUNT, - 250 WATT EACH 1
REST AREA RIS LUMINAIRE, SODIUM VAPOR, HIGH MAST,  MULTI-MOUNT, 400 WATT EACH 16
Ny //6 S LIGHT POLE, WEATHERING STEEL, 45 FT. M.H., TENON MOUNT EACH 1
b LIGHT POLE LIGHT TOWER, 90 FT. MOUNTING HEIGHT, LUMINAIRE MT.-8 EACH 2
1P w/CAP 14+Q0 A NO. 2 " .
00" NW BoLT LIGHT POLE FOUNDATION METAL, 15" BOLT CIRCLE, 8" X6 EACH 1
1. LIGHT TOWER FOUNDATION, 48" DIAMETER FOOT 35
N R REMOVAL OF EXISTING LIGHTING UNIT, NO SALVAGE EACH 2
, IP_w/CAR 25400 LIGHTING FOUNDATION REMOVAL EACH 2
MAINTENANGE / E_FACE OF + 4" TREE
BUTLDING
N .
& NORTH BASELINE 6400 SOUTH BASELINE 31+00
N BLAN NOTES
S LIGHT POLE NO. 24 1. LOCKNUTS WITH NYLON OR METAL INSTERTS SHALL BE USED ON TOWERS TO DETER THE
IP w/CAP ©6-+00 TOP_CENTER O Lo — NW BOLT REMOVAL OF NUTS BY VANDALISM. THE ANCHOR RODS SHALL NOT BE PEENED UNLESS
. GREEN VENT SPECIFICALLY APPROVED BY THE ENGINEER, LOCKNUTS SHALL NOT BE REQUIRED FOR FLAIR
SIDEWALK TYPE BASES.
_39.68"_ _ 26,927 2. PROVIDE NEW CONDUCTORS TO EXISTING CONTROLLER AND CONNECT TO EXISTING FEEDER
y BREAKER. THE INSTALLATION OF CONDUCTORS INSIDE THE BUILDING AND CONNECTION TO
i FEEDER BREAKERS SHALL BE CONSIDERED AS INCLUDED IN THE CONTRACT UNIT COST FOR THE
\ / UNIT DUCT SPECIFIED. :
= hq;;,l/ W con 3. RECONNECT EXISTING LIGHTING CIRCUIT AT POLE #2 AND POLE #38.
g gj" ! %TC‘N“‘?’"@NS"T 4. IN LIEU OF INSTALLING NEW UNIT DUCT AND/OR PUSHING NEW STEEL CONDUIT, THE CONTRACTOR
— ! MAY PULL NEW CONDUCTORS INTO THE EXISTING UNIT DUCT WITH THE APPROVAL OF THE
' | CONC, PAD FOR ENGINEER.
§ Z /TRASH CAN c CoR & PROVIDE AND (MSTALL PoLE IDENTIFICATION AS
2 N N '
- ¢
i = O UNDERDRATN DIRBLTEYD BY THE EnGiMEER.
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